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R/V Academic Boris Petrov

Specifications

Accommodations

Year of Construction 1984 Accommodations 74
Length, overall 75.5 m. Crew, min 36
Beam 14.7 m. Passengers, max 38
Displacement 2700 t. Laboratories 8
Full load draft 4.5 m. Air conditioning, heating systems, fresh water
Endurance 55 days generation system
(fuel, water, food)
Cruisingiiiangs 14,5004 Deployment and Handling Systems
Speed (cruising/max) 10/12.5 knots ) .
Engine Power 1 x 3500 h.p. Cranes Lift Capacity
Auxiliary Engines 3 x 295 h. p. Aft St
Bow thruster (tunnel type) 1 x 190 kW s 1.7t
Register Class (Russian) KM*L1A2
Ice class: 30 % floating ice A-Frame
Helicopter deck size 21m x 10m /28 t. Aft 121

Fore 2t
Nawgatlo.n a|.1d Bt
Communication Systems Winch 10t.
Integrated Navigation System Winch 2x24t
Scientific survey echo sounders Winch 0.8t
GPS (Trimble) Winch 09t
DGPS (MX 400) Winch IE5A
GMDSS, Sailor
Inmarsat Mini-M
Inmarsat C

Research and Survey Systems

Acoustic Complex by SAM Electronics, including multi-beam sonar ATLAS Hydrosweep DS-2 and deep sea
profiler ATLAS Parasound DS, side-scan sonar, specialized 3-D bathymetric maps processing software,
data storage, CTD system with water sampling (Neil Brown Rosette), graving corer, box corer.

Atlas Hydrosweep Specs: ATLAS Parasound DS Specs:

Frequency: 15.5 KHz Frequency : 3.5 -33 kHz

Beam width 2.3x2 3 deg. Depth Range: 10-1100 m
Number of beams: 241 Penetration depth: up to 100 m

Depth Range: 10 —-1100m Accuracy: +- 0.2m +- 0.2% kH
Sector sweep 120 deg.

Band Sweep (H-depth) 3.7 xH up to 5000 m
1.5 x H over 5000 m
Accuracy of measurement 0.5 % x H

Resolution 0.1 m (up to 1000)
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